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18. ALL EXISTING PEDESTRIAN FACILITIES, INCLUDING ACCESS TO TRANSIT STOPS, SHALL BE MAINTAINED. 

WHERE PEDESTRIAN ROUTES ARE CLOSED,ALTERNATE ROUTES SHALL BE PROVIDED. WHEN EXISTING PEDESTRIAN 

PEDESTRIAN FACILITIES SHALL BE DETECTABLE AND SHALL INCLUDE ACCESSIBILITY FEATURES CONSISTENT 

WITH THE FEATURES PRESENT IN THE EXISTING PEDESTRIAN FACILITY (PER LATEST MUTCD). COST FOR 

CONSTRUCTING AND MAINTAINING TEMPORARY PEDESTRIAN FACILITIES SHALL BE INCLUDED IN THE PRICE BID 

FOR TRAFFIC CONTROL. 
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19. ALL BORROW AND WASTE SITES FOR THIS PROJECT SHALL BE ENVIRONMENTALLY APPROVED PRIOR TO 

     CONSTRUCTION ACTIVITIES OCCURRING IN THEM. ALL COMMON FILL OR EXCESS MATERIAL DISPOSED 

     OUTSIDE THE PROJECT RIGHT OF WAY SHALL BE PLACED IN EITHER A PERMITTED SOLID WASTE FACILITY, 

     A PERMITTED INERT WASTE LANDFILL OR IN AN ENGINEERED FILL. :SEE SECTION 201 OF THE STANDARD 

    ACTIVITIES AND SHALL BE MAINTAINED AT ALL TIMES. ADDITIONAL EROSION AND  SEDIMENT CONTROL DEVICES 

    SHALL BE INSTALLED IF DEEMED NECESSARY BY ON SITE INSPECTION OR AS DIRECTED BY THE ENGINEER. 

    CASE 1 - SYSTEMS WITHIN THE CONSTRUCTION LIMITS OWNED BY 

             INDIVIDUALS OR PRIVATE COMPANIES ARE TO BE REMOVED TO THE 

             BACK OF THE CONSTRUCTION LIMITS AND PLUGGED.

    CASE 2 - SYSTEMS SHOWN BY THE PLANS TO BE REMOVED AND RELOCATED 

             SHALL BE RELOCATED TO THE BACK OF THE SIDEWALK. COST SHALL

             BE INCLUDED IN PRICE BID FOR "GRADING COMPLETE". 

             

    IS 0.20 ACRES.

                 

4.  INGRESS AND EGRESS SHALL BE MAINTAINED AT ALL TIMES TO ADJACENT PROPERTIES. REFER TO SUB-SECTION 

    107.07 OF THE GEORGIA STANDARD SPECIFICATIONS. 

5.  RIGHT-OF-WAY MARKERS IN RESIDENTIAL LAWN AND DEVELOPED COMMERCIAL AREAS SHALL BE PLACED FLUSH

    WITH THE FINISHED SURFACE. 

  

 

7.  ALL WHEELCHAIR RAMPS SHALL BE 8 INCH CONCRETE.

8.  STRUCTURES, TREES, SHRUBS AND OTHER PLANT MATERIAL THAT FALL WITHIN THE RIGHT-OF-WAY AND EASEMENT

    LIMITS, BUT OUTSIDE THE LIMITS OF CONSTRUCTION, SHALL NOT BE DISTURBED UNLESS DIRECTED BY THE

    ENGINEER.

9.  THE CONTRACTOR SHALL OBSERVE ALL APPLICABLE LOCAL, STATE AND FEDERAL SAFETY REGULATIONS REGARDING 

    PIPE INSTALLATION IN TRENCHES. NO SEPARATE PAYMENT WILL BE MADE FOR ANY COST INCURRED TO COMPLY

    WITH THIS REQUIREMENT.

11. IN AREAS WHERE NEW PAVEMENT OR PAVEMENT WIDENING IS REQUIRED, SAW CUT OF EXISTING PAVEMENT WILL BE

    REQUIRED IN ACCORDANCE WITH SECTION 411 OF THE GEORGIA STANDARD SPECIFICATIONS AND WILL BE INCLUDED

    IN PRICE BID FOR "GRADING COMPLETE". 

12. 8 INCH CONCRETE SIDEWALK SHALL BE USED WITHIN RADII OF INTERSECTIONS.

    CONSTRUCTION DEBRIS AT NO ADDITIONAL COST TO THE DEPARTMENT.

    THE CONTRACTOR SHALL PROVIDE AN ENVIRONMENTALLY APPROVED SITE TO DISPOSE OF EXISTING 

6.  THERE IS NO SUITABLE PLACE TO BURY EXISTING CONSTRUCTION DEBRIS WITHIN THE PROJECT'S LIMITS.  

     

    CONSTRUCTION, MAINTENANCE, AND REMOVAL OF TEMPORARY SIGNAGE, PAVEMENT MARKINGS, BARRICADES,

    ETC. REQUIRED FOR MAINTENANCE OF TRAFFIC DURING CONSTRUCTION IN ACCORDANCE WITH THE MANUAL

    ON UNIFORM TRAFFIC CONTROL DEVICES, CURRENT EDITION, OR AS DIRECTED BY THE ENGINEER. 

10. DOUGLAS COUNTY DEPARTMENT OF TRANSPORTATION AND COBB COUNTY DEPARTMENT OF TRANSPORTATION 

    RESERVES THE RIGHT TO MODIFY THIS MAINTENANCE OF TRAFFIC PLAN AS FIELD CONDITIONS WARRANT. 

    IF ADDITIONAL TRAFFIC CONTROL DEVICES ARE REQUIRED, THESE SHALL BE PROVIDED THE CONTRACTOR 

    AT NO ADDITIONAL EXPENSE TO THE DEPARTMENT. 

11. THE CONTRACTOR MUST OBTAIN A ROAD CLOSURE PERMIT FROM DOUGLAS COUNTY DEPARTMENT OF TRANSPORTATION A MINIMUM

    OF 3 WEEKS PRIOR TO ROAD CLOSURE. FOR INFORMATION CALL (770) 528-1653. 

12. ALL M4-9 SIGNS SHALL HAVE ADVISORY BLADES (INSTALLED ABOVE THE "DETOUR" SIGN) IDENTIFYING THE CLOSED 

    STREET THAT THE DETOUR ROUTE SERVES. 

    PRIOR TO THE ROAD CLOSURE.  THESE SIGNS SHALL BE INSTALLED AT OR AS NEAR AS POSSIBLE TO THE ROAD CLOSURE

    (SEE SPECIFICATIONS BELOW):

               (ROAD NAME) WILL BE CLOSED/TEMPORARY CLOSED 

               STARTING (DATE) - ENDING (DATE)

               FOR INFO (770) 528-1653

14. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO PREPARE A MAINTENANCE OF TRAFFIC PLAN FOR APPROVAL BY DOUGLAS COUNTY

    DEPARTMENT OF TRANSPORTATION BEFORE STARTING CONSTRUCTION. PAYMENT SHALL BE INCLUDED IN THE PRICE FOR

    "TRAFFIC CONTROL". THE CONTRACTOR WILL NOT BE ALLOWED TO CLOSE TO THE ROAD DURING THE CONSTRUCTION OF THE PROJECT

    WITHOUT APPROVAL BY THE ENGINEER.

17. ATTENTION IS CALLED TO SECTION 149.3, CONSTRUCTION REQUIREMENTS, CONTRACTOR IS REQUIRED TO TAKE

    THREE-POINT LEVELS ON WIDENING AND RECONSTRUCTION PROJECTS AND OBTAIN THE ENGINEER'S APPROVAL

    OF THE "BEST FIT" PROFILE AND CROSS SLOPE, TO MINIMIZE LEVELING REQUIREMENTS OF THE

    EXISTING ROADWAY.  THE CONTRACTOR MUST GET THE ENGINEER'S APPROVAL OF THE PROPOSED BEST FIT

    BEFORE BEGINNING WIDENING AND RECONSTRUCTION. COST FOR SURVEY WORK TO BE INCLUDED IN GRADING

    COMPLETE OR OTHER ITEMS, NO SEPARATE PAYMENT SHALL BE MADE.

3.  THE FOLLOWING UTILITIES HAVE FACILITIES IN THE PROJECT AREA: 

    PROJECT IN ITS ORIGINAL, RELOCATED OR NEWLY INSTALLED POSITION. 

    THIS REQUIREMENT. "EXISTING UTILITY FACILITIES" MEANS ANY UTILITY THAT EXISTS ON THE 

    FACILITIES NOT SHOWN ON PLANS WILL NOT RELIEVE THE CONTRACTOR OF THEIR RESPONSIBILITY UNDER

    ACCURATE IN LOCATION AS TO PLAN OR ELEVATION. UTILITY FACILITIES SUCH AS SERVICE LINES OR UNKNOWN 

2.  ALL KNOWN UTILITY FACILITIES ARE SHOWN SCHEMATICALLY ON PLANS, AND ARE NOT NECESSARILY 

    AND SUPPLEMENTAL SPECIFICATIONS, CURRENT EDITION. 

1.  ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE GEORGIA DEPARTMENT OF TRANSPORTATION STANDARD 

   DISTANCES ALONG ANY ADJACENT SIDE ROAD OR DRIVEWAY. 

9. ALL TRAFFIC CONTROL DEVICES SHALL BE MAINTAINED BY THE CONTRACTOR SO AS NOT TO INTERFERE WITH SIGHT 

   EQUALS THE DESIGN SPEED LIMIT FOR THE TAPER.  

8. REFLECTIORIZED DRUMS SHALL BE USED FOR CHANNELIZATION OF TRAFFIC IN ALL TRAFFIC SHIFTS. MAXIMUM SPACING

   THE DOUGLAS COUNTY DEPARTMENT OF TRANSPORTATION. TYPE I AND II BARRICADES AND CONES SHALL NOT BE USED. 

   LANES PLACED A MINIMUM OF 2 FEET FROM THE EDGE OF THE TRAVEL LANES UNLESS PRIOR APPROVAL IS GRANTED BY

7. ONLY REFLECTORIZED PLASTIC DRUMS AND TEMPORARY CONCRETE BARRIERS SHALL BE USED ADJACENT TO TRAVEL 

   CONTRACTOR ("BLACK OUT PAINT" PROHIBITED).

6. EXISTING PAVEMENT MARKINGS THAT CONFLICT AS DETERMINED BY THE ENGINEER SHALL BE OBLITERATED BY THE 

   CONSTRUCTION RELATED TRAFFIC CONTROL DEVICES. 

   INCLUDES REPLACING DAMAGED AND STOLEN SIGNS, AND PERIODIC CLEANING OF EXISTING SIGNS AND 

5. EXISTING TRAFFIC SIGNS SHALL BE MAINTAINED BY THE CONTRACTOR THROUGHOUT CONSTRUCTION. MAINTENANCE 

   PROPERTY LINES. 

4. IN RESIDENTIAL AREAS, TEMPORARY AND PERMANENT SIGNS SHALL BE LOCATED ON OR AS CLOSE AS POSSIBLE TO 

3. ALL SIGNS SHALL HAVE TYPE III RETROREFLECTIVE SHEETING UNLESS OTHERWISE NOTED.

   DEVICES, LATEST EDITION. 

2. ALL SIGNS AND PAVEMENT MARKINGS SHALL CONFORM TO THE MANUAL ON UNIFORM TRAFFIC CONTROL 

   "TRAFFIC CONTROL". 

1. ALL ITEMS NECESSARY FOR COMPLIANCE WITH THESE REQUIREMENTS SHALL BE INCLUDED IN THE PRICE BID FOR 
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SIGNING AND PAVEMENT MARKING GENERAL NOTES

   

     CONTRACTOR'S EXPENSE. 

     UTILITIES.ANY DAMAGE TO UTILITIES CAUSED BY THE CONTRACTOR SHALL BE REPAIRED AT THE 

20.  IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO AVOID ANY INTERFERENCE WITH UNDERGROUND 

13. PORTABLE CHANGEABLE MESSAGE SIGNS, INFORMING MOTORISTS OF THE ROAD CLOSURE SHALL BE INSTALLED A MINIMUM OF 2 WEEKS 

10. ALL EXISTING PIPE TO REMAIN UNLESS OTHERWISE NOTED IN THE PLANS.

13. PRICE BID FOR TRAFFIC CONTROL SHALL INCLUDE, BUT IS NOT LIMITED TO, AGGREGATE SURFACE COURSE, 

     DETAILS.

21.  FOR LOCATION OF GUARDRAIL, SEE GEORGIA STANDARDS 4386, 4387, AND 4389 AND/OR CONSTRUCTION 

14. EROSION CONTROL MEASURES SHALL BE INSTALLED PRIOR TO OR CONCURRENT WITH LAND DISTURBANCE 

     SPECIFICATION AND SUPPLEMENTS THERETO FOR ADDITIONAL INFORMATION. 
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14.

13. 
1.  ALL STANDARD HIGHWAY SIGNS SHALL BE FABRICATED AND ERECTED IN

    ACCORDANCE WITH THE DETAILS SHOWN IN THE PLANS, THE MANUAL ON UNIFORM

    TRAFFIC CONTROL DEVICES, CURRENT EDITION, AND THE GEORGIA SPECIFICATIONS,

    SUPPLEMENTAL SPECIFICATIONS, AND/OR SPECIAL PROVISIONS.

 

2.  SIGN ERECTION STATIONS ARE APPROXIMATE AND MAY BE ADJUSTED TO MEET

    FIELD CONDITIONS WHERE NECESSARY, BUT SHALL BE WITHIN THE LIMITATIONS

    SET FORTH IN THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, CURRENT

    EDITION.  NO SIGN LOCATION SHALL BE CHANGED BY THE CONTRACTOR OR BY THE

    PROJECT ENGINEER WITHOUT PRIOR APPROVAL FROM THE OFFICE OF TRAFFIC

    OPERATIONS.

 

3.  ALL STANDARD HIGHWAY SIGNS SHALL BE ERECTED AT A HEIGHT OF 7 FEET ABOVE

    THE NORMAL EDGE OF PAVEMENT TO THE BOTTOM OF THE SIGN OR ASSEMBLY,

 

4a. HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON INTERSTATE HIGHWAYS

    SHALL BE 32 FEET FROM THE NORMAL EDGE OF PAVEMENT TO THE NEARER EDGE OF

    THE SIGN(S), UNLESS SPECIFIED OTHERWISE IN THE PLANS.  HORIZONTAL

    CLEARANCE FOR STANDARD HIGHWAY SIGNS ON RAMPS SHALL BE 2 FEET FROM THE

    NORMAL EDGE OF PAVED SHOULDER, OR EDGE OF GRADED SHOULDER WHEN PRESENT.

    

4b. HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON ALL OTHER ROADWAYS

    SHALL BE 6 FEET FROM THE EDGE OF THE PAVED SHOULDER OR 12 FEET FROM THE

    NORMAL EDGE OF PAVEMENT TO THE NEARER EDGE OF THE SIGN(S), WHICHEVER IS

    GREATER.  THE HORIZONTAL CLEARANCE IN NON-MOUNTABLE CURB SECTIONS SHALL

    BE AT LEAST 2 FEET FROM THE CURB FACE TO THE NEARER EDGE OF THE SIGN(S).

 

4c. HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS MOUNTED BEHIND GUARD

    RAIL SHALL BE 6 FEET FROM THE FACE OF THE GUARD RAIL TO THE NEARER

    EDGE OF THE SIGN(S).

 

5.  SINGLE PLATE, HORIZONTAL RECTANGULAR SIGNS OVER 48 INCHES IN WIDTH

    SHALL BE MOUNTED ON TWO POSTS WITH 2 EACH 2 INCH x • INCH x (WIDTH OF

    SIGN) ALUMINUM OR GALVANIZED STEEL STRAPS.  THE STRAPS SHALL BE FLUSH

    WITH THE BACK OF THE SIGN WITH ONE EACH ACROSS THE TOP AND BOTTOM OF

    THE SIGN.  THE CENTERLINE OF EACH POST SHALL BE INSET 1/6TH OF THE SIGN

    WIDTH FROM THE EDGE OF THE SIGN.  SIGN PLATE BOLT HOLES SHALL BE…

    INCH DIAMETER, DRILLED OR PUNCHED, AS SHOWN ON THE SIGN PLATE DETAILS.

 

6.  EACH 42 OR 48 INCH WIDE x 18 OR 24 INCH HIGH SIGN REQUIRES ONE 2 INCH x

    • INCH x (WIDTH OF SIGN) ALUMINUM OR GALVANIZED STEEL STRAP LOCATED

    IN THE CENTER OF THE SIGN AND FLUSH WITH THE BACK OF THE SIGN.

7.  SIGN ASSEMBLIES SHALL BE MOUNTED ON ALUMINUM OR GALVANIZED STEEL STRAP

    FRAMES.  FOR DETAILS AND STRAP SPECIFICATIONS REFER TO SIGN ASSEMBLY-

    TYPICAL FRAMING DETAILS.

    

8.  TYPE 9 ( VERY HIGH INTENSITY) REFLECTIVE SHEETING SHALL BE USED FOR

    ALL STANDARD HIGHWAY SIGNS REQUIRING REFLECTORIZED BACKGROUNDS EXCEPT

    AS SPECIFIED BELOW OR SPECIFIED OTHERWISE IN THE PLANS.  EITHER CLASS 1

    OR CLASS 2 ADHESIVE BACKING IS PERMISSIBLE.

 

9.  TYPE 11 (VERY HIGH INTENSITY) REFLECTIVE SHEETING SHALL BE USED FOR ALL

    RED SERIES SIGNS (R1-1, R1-2, R1-3P, R5-1, R5-1A, R5-1B).  

 

10. TYPE 11 (VERY HIGH INTENSITY) FLUORESCENT YELLOW REFLECTIVE SHEETING SHALL 

    BE USED FOR ALL WARNING SIGNS.

 

11. TYPE 11 (VERY HIGH INTENSITY) FLUORESCENT YELLOW GREEN REFLECTIVE SHEETING

    SHALL BE USED FOR SCHOOL ZONE (S1-1, S2-1, S3-1, S4-3, AND THE TOP PORTION

    OF THE S5-1) SIGNS.  ALL REGULATORY SIGNS WITHIN THE SCHOOL ZONE SHALL

    HAVE TYPE 9 (VERY HIGH INTENSITY) REFLECTIVE SHEETING.

 

12. A • INCH MINIMUM AIR SPACE SHALL BE REQUIRED BETWEEN ALL SIGN PLATES

    WITHIN AN ASSEMBLY.

 

13. WHERE SIGNS WITHIN AN ASSEMBLY EXTEND BELOW THE STANDARD MOUNTING HOLES

    ON THE POST(S), ADDITIONAL…INCH DIAMETER HOLE(S), DRILLED OR

    PUNCHED, SHALL BE REQUIRED TO PROPERLY MOUNT THE ASSEMBLY.

 

14. INTERSTATE SHIELDS SHALL CONTAIN THE WORD GEORGIA.  ALL INTERSTATE,

    U.S., AND GEORGIA SHIELDS REQUIRING ALT, BUS, CONN, LOOP, OR SPUR SHALL

    USE 4 INCH SERIES "D" LETTERS.  REFER TO THE MANUAL ON UNIFORM TRAFFIC

    CONTROL DEVICES, CURRENT EDITION, FOR DETAILS.

 

15. FOR DETAILS OF SPECIAL DESIGN HIGHWAY SIGNS, SEE DETAILS OF

    MISCELLANEOUS SIGNS.

 

16. REFER TO PLAN SHEETS FOR LOCATION OF THE DISTRICT ENGINEERS OFFICE TO

    BE SHOWN ON ALL R552-1 (LIMITED ACCESS) SIGNS IN THIS PROJECT, IF ANY.

 

17. THE CONTRACTOR WILL, AS REQUESTED BY THE DISTRICT TRAFFIC OPERATIONS

    ENGINEER, BE REQUIRED TO REMOVE ANY EXISTING SIGNS THAT ARE DUPLICATED

    OR ARE CONTRARY TO THESE SIGN PLANS.

                 

15. SPRINKLER SYSTEMS TO BE HANDLED AS FOLLOWS: 

16. AN N.O.I. (NOTICE OF INTENT) IS NOT REQUIRED FOR THIS PROJECT.  THE DISTURBED AREA

18. THE COST FOR REMOVAL OF SIGNS SHALL BE INCLUDED IN THE OVERALL BID PRICE 

    FOR GRADING COMPLETE UNLESS OTHERWISE NOTED IN THE PLANS.

FACILITIES ARE DISRUPTED, CLOSED, OR RELOCATED WITHIN THE LIMITS OF THE PROJECT, THE TEMPORARY 
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